G [ 44 20 36 45,5 8 MG 18 69 36 13 16
a 3 & 24 42 54 102 M3 22 127 58 15 23
10 9 T 28 45 62,5 13,2 M 10 26 199 8.6 12 20
12 10 8 34 54 71 149 M12 23 29 1 1 a6
13 12 10 40 63 a3 18,4 14 34 395 15 8 140
16 14 M 45 89 92 207 M 16 36 54 10 190
£ 14 " 45 69 92 207 M 16 36 34 22 10 130
20 16 13 53 78 1045 242 M 2015 43 825 31 9 320
25 20 17 54 94 126 29,3 M 242 33 92 51 7 560
30 22 19 T3 10 1465 42 M 3002 L] 124 i}
35 25 21 a2 140 181 39,8 M 36x3 82 144 -] 1400
40 25 23 92 150 196 45 M 383 o6 180 T 1500
40 25 23 92 150 196 45 M 423 86 130 7 1850
45 32 r 102 163 214 308 M 42x3 84 240 127 T 2500
45 32 7 102 163 214 508 M 45x3 94 240 127 T 2550
a0 35 30 12 185 Py | 56 M 45x3 107 290 156 i} 3600
50 35 30 112 185 24 56 M 52x3 107 290 156 6 3850
&0 38 135 210 2775 66,8 M 52x3 1132 450 245 i} 5700
&0 33 135 210 Irf5 66,8 M 804 115 450 245 6 5820
T0 42 160 233 5 779 M S6xd 125 264 33 i} 4200
49 42 160 235 315 779 M T2x4 125 610 33 6 3080
35 47 180 270 360 49,4 M Gdxd 140 T30 400 @ 12000
35 47 130 270 360 89,4 M 804 140 750 400 6 12200
\aterials:
Housing: Up te size 10 free-cutting steel to 113Mn30+C, tumned, galvanised
From size 12 healtreated steel to C45, Aisi 1045 forged, galvanised
Bearing: Steel on steel bearing GE.. E, requiring lubrication
From size 50 available with sealed (-2RS) on both sides
From size 60 only available witz sealed (-2R3) on both sides
Greasing: Up te size 17 without lubrication fitting

From size 20 fitted with hydraulic grease nipples to DIM 71412



